
ACCESSORIES

HDPE wire for soldering
HDPE wire for folding is designed for performing extrusion welds in difficult to 
reach places and for all kinds of repairs of GEOCHRON HDPE Geomembrane. It 
is performed of the same kind of raw material as GEOCHRON HDPE 
Geomembrane which gives a guarantee of compatibility.

GeoLath
The HDPE GeoLath for concrete has perpendicular protruding profiles which 
perform a homogeneous element after the bonding of concrete.

Performing of the sealing:
During the performing of concrete elements which are connected with the 
GEOCHRON HDPE Geomembrane it is recommended to install HDPE 
GeoLathes. It is recommended to perform this stage at the moment of timbering of 
the concrete element. HDPE GeoLathes should be installed in an appropriate 
place according to the project. As a result of the concreting process the profile is 
being permanently connected with the concrete element of the construction. 
Afterwards the prepared profile should be folded with earlier prepared sheets of 
HDPE Geochron Geomembrane. The place of connection should be sealed with 
an extrusion weld. The adjacent sheets of GEOCHRON HDPE geomembrane and 
the connection places of the geomembrane and the GeoLathes shoud be 
connected by qualified specialists using special equipment. 

Tight system solutions 
in Water Engineering

REACH INFORMATION
This product is an article as defined in article 3 of regulation (EC) No 1907/2006 
(REACH). It contains no substances which are intended to be released from the article 
under normal or reasonably foreseeable conditions of use. A safety data sheet 
following article 31 of the same regulation is not needed to bring the product to the 
market, to transport or to use it.
In accordance with our knowledge and assurance of our suppliers, polymers and all 
additives used for production of article do not contain substances (SVHC) from the 
candidate list.
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